








FRAME MEMBER WIDTH AT JOINTS
A minimum of 45 mm finished plain timber
is preferred for the face of a stud, or
nogging under a joint to pravide sufficient
landing for nails or screws 1o be placed at
the minimum recommended distance
from the edge of the panel. Where
necessary, pack out to provide additional
landing.

FIXING INSTRUCTIONS

ON STUD JOINTING

Fix boards to studs, noggings and top
and bottom plates with nails or screws at
approximately 200 mm centras.

Mails or screws should be fixed at least
12 mm from the edge of the board or
50 mm from the comars.

Note:
When using PVC jointers, only one sheet
edge is fixed to stud,
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{b) Timber Batten

ALUMINIUM JOINTING SYSTEM
. Superflex board can be used for wall
' -partitions. It may also be used with
" aluminlum partition systems, decoraled .
" Ilothedesire of your office or home decor.
However, only boards of minimum 6.0:mm
thickness are recommended. Rock-wool
rmay be used as in-fills for additional
. sound absorption and fire retardency.
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LINING ON EXISTING BRICK WALL
Brick walls can be lined with softwood
timber battens using screws and wall
plugs, Brace the wooden frame with
Superflex board and conceal the jaints
between boards with timber batlen or PVC
sheetholder jointed as shown in diagram - i
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WARRANTY

The recommendations in this brochure are formulated along the lines of good building practice. However, this brochure is
not intended to be an exhaustive statement of all the relevant data.

As the success of building projects depend on many factors outside the company's contral (e.g. quality of workmanship,
particular design detail requirements ete.), the Company accepts no responsibility for or in connaction with the quality of
the projects or their suitability when completed.

All conditions, warranlies, obligations and liabilities of any kind which are or may be implied or imposed 1o the contrary by
any stalute, rule or regulation or under the general law and whether arising from the negligence of the company, its
servants ar agents or otherwise are hereby excluded except to the extent that the Company may be prevented by any
statute, rule or regulation from doing so.

UAC Berhad does warrant thal its products are free from defects due to materials or manuiacturing faults_ If any of its
product defects are due 1o such faulls, the Cempany will replace the products to the purchaser.

Distributor in Singapore.
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