








HANDLING AND STORAGE

i} .~ Smooth Flat Surface.

ii) .~ Timber Battens Used
To Provide Flat Surface.

iii) > Insufficient Supporting Timber Battens
Do Mot Provide Flat Surface.

Sheets should always be stacked flat on a level
surface under cover and kept dry prior to fixing.
Edges, corners and embossed patterns should

be protected from chipping. When sheets are
removed from the stack, they should be lifted
clear and not dragged across the face of the

next sheet so as to avoid damaging the embossed
patterns.

Timber battens may be used as supporting
surface provided a smooth flat surface is
ensured as in diagram.

If the sheets become wet, allow to dry thoroughly
before fixing.

Painting

For excellent results, UCO Supertex Woodgrain
panels may be painted with water based acrylic
paints. In all cases follow the paint manufacturer's
Instructions.

Site Cutting

UCO Supertex Woodgrain panels may be readily
cut on-site with a 6 point hand saw, 'Kwikrip' brand
hand-quillotine, score and snap knife or circular
saw with tungsten carbon fips.

Hole Forming

Small lar or circular holes can be achieved
by drilling a series of small holes around the

perimeter of the hole then tapping out the waste
piece from the sheet face. Tap carefully to avoid
damage to panels. Ensure that sheet edges are

properly supported.

Note:

Do not form holes through sheets with cold chisels, heavy
hammers or any other ‘aggressive’ methods. Such forceful
methods will damage sheets and may cause other problems
al a later date.

Panel Size Standard

Thickness 6.0 mm

Width 1216 mm

Length 2440 mm

Weight (Per Sheet) 28 kg

No. of Sheets (Per Tonne) 37
Mass

The mass of UCO Supertex Woodgrain (based
on Equilibrium Moisture Content) is approximately
9 kg/m?

Fasteners

NAILS (for fixing to timber frames)

Galvanised Wire Nails: ,J

25mm long for hardwood

30mm long for softwood

SCREWS (for fixing to metal frames)
Deutsher Teks' :

Self-embedding head -
No. 8 x 25 mm.
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FRAMING INSTRUCTIONS
UCO Supertex Woodgrain panels are suitable for

fixing to timber or metal framing. Framing should
be constructed in accordance with local building
regulations and acceptable building practice.
Studs should be spaced at 605mm centres.

Maximum distance between noggings is
1220mm.

Metal Frames
Metal framing members should be fabricated
from light gauge sheet metal 1.2 or 1.6mm thick.

UCO Supertex Woodgrain panels must not be

fixed directly to drawn steel or hot rolled steel
=ections which should first be battened out with
umber battens of suitable thickness.

Insulation

Where foil insulation is used as a climate control
and moisture barrier, it should always be fixed to
the outer side of the stud framework.

Frame Member Width At Joints

A minimum of 45mm finished plain timber is
preferred for the face of a stud, or nogging under
a joint o provide sufficient landing for nails or
screws to be placed at the minimum
recommended distance from the edge of the
~anel. Where necessary, pack out to provide
additional landing.
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FIXING INSTRUCTIONS

On Stud Jointing

Fix panels to studs, noggings and top and
bottom plates with nails or screws at approximately
200mm centres. Do not fix nails or screws closer
than 12mm from panel edge or closer than 50mm
from corners.

Note:
Whendustng PVC jointers, only an edge of the sheet is fixed
to stud.
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Jointing methods

UCO Supertex Woodgrain panels can be
jointed by a variety of methods, depending on the
style of the structure and the desired appearance.

Vertical Joints
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Horizontal Joints

Where more than one course of panels is
required, horizontal joints may be flashed with a
PVC Horizontal Flashing Mould as shown,

Horizontal moulds must be supported by
nogaings.

Aluminium Jointing System
UCO Supertex Woodgrain panels can be used

as demountable partition systems with
aluminium. Rock-wool may be used as fill-ins for
additional sound absorption and fire retardency.

Note: The above system is mainly used for partitions in
commercial buildings and is non-load bearing.

Lining On Existing Brick Walls

Softwood timber can be used to batten over the
brick walls with screws and wall plugs. Line the
walls with UCO Supertex Woodgrain panels
and with joints battened or PVC sheetholders
jointed as in the illustration.
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